DOSSY -

) AC METAL CENTRIFUGAL FAN

Size:»250x85mm

Airflow: 1450-2600m3/h
854-878CFM

Weight : 2400-3100g

Noise: 62-75dB

Type of protection: IP44

HJM BACKWARD

Impeller: Metal

Frame: Aluminum Alloy

Motor: External Rotor Induction motor
Operation Temperature : -10°C~+100°C
Insulation class: F 107
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AF2E250HJM11 YWF2E-250HJM 1.46 50 75 160 2600
AF2E250HJM22 YWF2E-250HJM | 220 0.73 50 75 160 2600
AF2D250HJM38 YWF2D-250HJM = 380 0.3 50 62 65 1450

1400 825 580 59.1 20 6 19kgs 53*29*37
1400 825 580 59.1 5 6 19kgs 53*29*37
800 475 580 59.1 3 6 15kgs  53*29*37

Size:$»280x85mm
Airflow: 1450-2100m3/h
1120-1237CFM
Weight: 2900-3100g
Noise: 63-76dB Type of
protection: IP44

Impeller: Metal

Frame: Aluminum Alloy

Motor: External Rotor Induction motor
Operation Temperature : -10°C~+100°C
Insulation class: F 12
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Voltage |Current| Freq | Noise | Power |Speed

W () ()W (RPW) (m3) CPU_Pa mmi20  ur pefcn weight dimension

Air Volume |Static Pressure Capacitor Packing

AF2E280HJM11 YWF2E-280HJM 110 2.08 50 76 230 2700 2100 1237 788 80.1 20 3 10kgs 53*29*37
AF2E280HJM22 YWF2E-280HJM = 220 1.04 50 76 230 2700 2100 1237 788  80.1 7 3 10kgs 53*29*37
AF2D280HJM38 YWF2D-280HJM 380 0.35 50 63 80 1450 1450 1120 788 80.1 4 3 9kgs  53*29*37




D O S SY C ) AC METAL CENTRIFUGAL FAN

HJM BACKWARD

Size:®315x154mm

Airflow: 2100m3/h Impeller: Metal

1237CFM Frame: Aluminum Alloy
Weight : 3500¢g Motor: External Rotor Induction motor
Noise: 60dB Operation Temperature: -10°C~+100°C

Type of protection: IP44 Insulation class: F
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Voltage Current| Freq | Noise | Power |Speed| AirVolume Static Pressure Capacitor Packing

W () (0 W@ (m3) G Pa im0y pesfen weight dimension

AF4E315HJM22 YWF4E-315HJM = 220 0.48 50 60 120 1400 2100 1237 788 80.1 5 3 1lkgs 53*29*37
AF4D315HJM38 YWF4D-315HJM 380 0.35 50 60 110 1400 2100 1237 788 80.1 20 3 1lkgs 53*29*37

Size:®355x146mm

Airflow: 3600m3/h Impeller: Metal
2120CFM Frame: Aluminum Alloy

Weight : 4800g Motor: External Rotor Induction motor
Noise: 60-65dB Operation Temperature: -10°C~+100°C
Type of protection: IP44 |nsulation class: F o
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Voltage Current| Freq | Noise | Power |Speed| AirVolume Static Pressure Capacitor Packing
_ () (A (HZ) (Db) (W) (RPM) (m3/h) CFM__Pa_mmH20 _pF __pcs/ctn weight dimension|
AF4E355HJM22 YWF4E-355HJM = 220 0.76 50 60 180 1400 3600 2120 572 583 6 3 15kgs  53*29*37
AF4D355HJM38  YWF4D-355HJM = 400 0.35 50 65 170 1400 3600 2120 572 583 - 3 15kgs  53*29*37
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D O S SY C ) AC METAL CENTRIFUGAL FAN

HJM BACKWARD

Size: ®400x145mm
Airflow: 3150-4500m3/h Impeller: Metal
1855-2650CFM  Frame: Aluminum Alloy

Weight : 9800g Motor: External Rotor Induction motor
Noise: 64-70dB Operation Temperature: -10°C~+100°C
Type of protection: IP44 Insulation class: F i
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Voltage Current Freq Noise Power Speed A|rVolume Static Pressure Capacitor Packing
ow 0 i vl ook L Immzol_ii_pesalueglsmendon
AF4E400HJM22 YWF4E-400HJM = 220 1.27 50 60 260 1380 4500 2650 715 73 2 20kgs = 53*29*37
AF4D400HJM38 YWF4D-400HJM = 380 0.6 50 64 265 1300 3150 1855 500 51 - 2 10kgs 53*29*37

Size:®450x220mm
Airflow: 5200m3/h Impeller: Metal
3063CFM Frame: Aluminum Alloy
Weight : 12500g Motor: External Rotor Induction motor
Noise: 75dB Operation Temperature: -10°C~+100°C

Type of protection: IP44 Insulation class: F
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Voltage Current Freq N0|se Power Speed A|rVolume Static Pressure /Capacitor Packing
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AF4E450HIM22  YWF4E-450HJM 220 3.58 50 75 580 1420 5200 @ 3063 487 83 1 12.5kgs 53*29*37
AF4D450HJM38 YWF4D-450HJM = 380 1.79 50 75 580 1420 5200 3063 487 83 - 1 12.5kgs 53*29*37
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DOSSY -

D AC PLASTIC CENTRIFUGAL FAN

Size: ®133x62mm

Airflow: 280-300m3/h
165-177CFM

Weight: 800g

Noise: 54dB

Type of protection: IP44

Voltage |Current| Freq  Noise | Power |Speed| AirVolume Static Pressure Capacitor
(H2) (Db) (W) _(RPM) (m3/h) CFM__Pa_mmH20 _WF__pcs/ctn weight dimension
YWF2E-133HJ 110 0.44 50 54 32 2160
YWF2E-133HJ 220 0.22 50 54 32 2160

HJ BACKWARD

Impeller: PA66

Frame: GF 25% V0O

Motor: Shaded Pole and External Rotor
Induction motor

Operation Temperature: -10°C~+65°C
Insulation class: F

Packing

230 136 148 15 - 6 Skgs  53*29*37
230 136 148 15 - 6 5kgs  53*29*37

Size: ®175x65mm

Airflow: 430-440m3/h
253-259CFM

Weight : 1000g

Noise: 60dB

Type of protection: IP44

Voltage Current| Freq | Noise | Power |Speed| AirVolume Static Pressure Capacitor
) ()4 (0b) (W) (RPM) (m3/h) CPM_Pa mmH20  uF _pesjctn weight dimension
YWF2E-175HJ 110 0.74 50 60 78 2700
YWF2E-175HJ 220 0.37 50 60 78 2700

Impeller: PA66

Frame: GF 25% VO

Motor: Shaded Pole and External Rotor
Induction motor

Operation Temperature: -10°C~+65°C
Insulation class: F

Packing

610 359 225 325 - 6 6kgs  53*29*37
610 359 225 325 - 6 6kgs = 53*29*37

DOSSY
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D AC PLASTIC CENTRIFUGAL FAN

AF2E190HJ11  YWF2E-190HJ
AF2E190HJ22  YWF2E-190HJ
AF2D190HJ38  YWF2D-190HJ

AF2E220HJ22  YWF2E-220HJ
AF2D220HJ38  YWF2D-220HJ

Size: ®190x62mm

Airflow: 737m3/h
435CFM

Weight : 1200g

Noise: 74dB

Type of protection: IP44

Voltage |Current| Freq | Noise | Power

110 0.78 50 68 84 2600
220 0.39 50 68 84 2600
380 0.28 50 68 84 2600

Speed| AirVolume Static Pressure/Capacitor

W) (2 () 0@ (m3) CRM om0y pesfen weight dimension

HJ BACKWARD

Impeller: PA66

Frame: GF 25% V0

Motor: Shaded Pole and External Rotor
Induction motor

Operation Temperature: -10°C~+65°C
Insulation class: F
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Packing

737 435 426 434 8 6
737 435 426 434 3 6
737 435 426 434 / 6

7.5kgs  53*29*37
7.5kgs  53*29*37
7.5kgs  53*29*37

Size: $220x64mm

Airflow: 807m3/h
4T7CFM

Weight : 2500g

Noise: 69dB

Type of protection: IP44

Voltage |Current| Freq | Noise | Power

220 0.41 50 69 92 2400
380 0.2 50 69 92 2400

Speed| AirVolume |Static Pressure Capacitor

W () (b0 (RPW) (m3) AW o mmi20  ur pesen weight dimension

Impeller: PA66

Frame: GF 25% VO

Motor: Shaded Pole and External Rotor
Induction motor

Operation Temperature: -10°C~+65°C
Insulation class: F
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Packing

807 | 477 467 475 3 6
807 477 467 475 / 6

15kgs  53*29*37
15kgs  53*29*37
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D O S SY C ) AC PLASTIC CENTRIFUGAL FAN

HJ BACKWARD

Size: ®225x89mm Impeller: PA66
Airflow: 980m3/h Frame: GF 25% V0
4T7CFM Motor: Shaded Pole and External Rotor
Weight: 2700g Induction motor
Noise: 70dB Operation Temperature: -10°C~+65°C
Type of protection: IP44 Insulation class: F L9
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Voltage Current| Freq | Noise | Power |Speed| AirVolume Static Pressure Capacitor Packing
(+2) (Db) (W) _(RPW) (m3/1) CFM_Pa_mmH20 i pcsfcn weight dimension
AF2E225HJ22 = YWF2E-225HJ 220 0.45 50 70 95 2200 980 477 568  57.7 4 6 17kgs 53*29*37
AF2D225HJ38 = YWF2D-225HJ 380 0.23 50 70 95 2200 = 980 477 568  57.7 / 6 17kgs 53*29*37

Size: ®250x85mm Impeller: PA66
Airflow: 1450m3/h Frame: GF 25% V0
858CFM Motor: Shaded Pole and External Rotor
Weight : 2900g Induction motor
Noise: 70dB Operation Temperature: -10°C~+65°C
Type of protection: IP44 Insulation class: F
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Voltage Current| Freq | Noise | Power |Speed| AirVolume Static Pressure Capacitor Packing
) () (4 (0b) (W) (RPM) (m3/h) CPM_Pa mmH20  uF _pesjctn weight dimension
AF2E250HJ22  YWF2E-250HJ 220 0.55 50 70 121 1900 1800 1060 720 73.4 4 6 18kgs  53*29*37
AF2D250HJ38 = YWF2D-250HJ 380 0.28 50 70 121 1900 1800 1060 720 73.4 / 6 18kgs  53*29*37
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